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EQUIPMENT DESIGNATION

SIGN:

EQUIPMENT IDENTIFICATION

SIGN No. 12345 CHARACTERS

10 0SL,\SCI,4.0
T S TRANSFORMER RATING (KVA)
LIGHTING CONTROL TYPE
NUMBER OF OVERHEAD SIGN LUMINAIRES
LIGHTING STANDARD, SIGNAL AND LIGHTING STANDARD:
L2745, - 15'-0"

\_I_/—MAST ARM LENGTH

EQUIPMENT IDENTIFICATION CHARACTERS

SOFFIT:

L98765
EQUIPMENT IDENTIFICATION CHARACTERS

NOTE:

EXISTING EQUIPMENT IDENTIFICATION
CHARACTERS ARE SHOWN IN PARENTHESIS

MISCELLANEOUS EQUIPMENT

NEW EXISTING DESCRIPTION
CMS cms
—/—3 r-- CHANGEABLE MESSAGE SIGN
i X CAMERA

EXTINGUISHABLE MESSAGE SIGN

MICROWAVE SENSOR

—/3
K i DETECTION DEVICE
M m
v VIDEO IMAGE SENSOR

<
<=z

CONDUIT AND CONDUCTORS

CONDUIT RUN NUMBER fPAIR
Az , ,3#10 (Ltg), 15%14 (Sig), 2 DLC, 12P#18, 1-COAXIAL CABLE (camera), 3-3CSC, 2 SIC

HIGHWAY ADVISORY RADIO POLE AND ANTENNA

SIZE OF CONDUIT IN INCHES

DETAILS

STANDARD PLAN SHEET NUMBER
DETAIL, NUMBER, SECTION, TYPE, OR ELEVATION

EQUIPMENT OR MATERIAL DESIGNATION

PHASE

PEDESTRIAN

@1, #2, #2P, etc. TRAFFIC PHASE IDENTIFICATION FOR SIGNALS,

PHASE DETECTORS, AND PHASE DIAGRAMS

NUMBER AND SIZE OF CONDUCTORS AND CABLES

WIRING COMPONENTS

SYMBOL DESCRIPTION
—_— EXTERNAL CONDUCTOR

—_— CONDUCTOR OR BUS

— TIE POINT

—— CONTACTOR COIL

—A— CONTACTOR, NO CONTACT
® TERMINAL BLOCKS

—— CONTACTOR, NC CONTACT
Y ENCLOSURE BOND
——

GROUNDING ELECTRODE
CIRCUIT BREAKER

RECEPTACLE

HANDHOLES, PULL BOXES, AND VAULTS
W  EXISTING  DESCRIPTION

DETECTOR HANDHOLE

[l PULL BOX, No. 5 UNLESS OTHERWISE
R INDICATED

v VAULT

DESIGNATIONj\ fTYPEj

l%l r[*)w DESIGNATIONS:
- = 3 No. 3 PULL BOX
5 5 PULL BOX
6 6 PULL BOX
7 No. 7 PULL BOX (CEILING)
8 8 PULL BOX
9 9 PULL BOX (STRUCTURE)
9A No. 9A PULL BOX (STRUCTURE)

TYPE:

(E) PULL BOX WITH EXTENSION
(T) TRAFFIC PULL BOX

(TR) TAMPER-RESISTANT PULL BOX

pist| county ROUTE Tohar phosERT F”;F&T

TOTAL
SHEETS

October 19, 2018

PLANS APPRQVAL DATE
THE STATE OF CALIFORMIA OF I75 OFFICERS
(OF ACENTS SHALL NOT BE RESPONS/BLE FOR
THE ACCURACY OF COMPLETENESS OF SCANNED
| COPIES OF THIS PLAN SHEET.

TO ACCOMPANY PLANS DATED

VEHICLE DETECTOR DESIGNATION

5J9U

N INPUT FILE <E z uppER)

= LOWER
SLOT NUMBER IN INPUT FILE (1 TO 9)
INPUT FILE (I OR J)

PHASE (1 TO 8)

DETECTORS

=
m
=

EXISTING DESCRIPTION

T TYPE A LOOP DETECTOR.
[ OUTLINE OF SAW CUT SHOWN

N
N TYPE B LOOP DETECTOR.
N 7z OUTLINE OF SAW CUT SHOWN

TYPE C LOOP DETECTOR.
OUTLINE OF SAW CUT SHOWN

! \S TYPE D LOOP DETECTOR.
| OUTLINE OF SAW CUT SHOWN

/)

! ) TYPE E LOOP DETECTOR.
\ OUTLINE OF SAW CUT SHOWN

TYPE F LOOP DETECTOR.
OUTLINE OF SAW CUT SHOWN

I TYPE Q LOOP DETECTOR.
CT OUTLINE OF SAW CUT SHOWN

N
§D]@OlUJQDI

rrrv 77
&;;J/;g MICROWAVE OR VIDEO DETECTION ZONE

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(LEGEND)

NO SCALE

RSP ES-1C DATED OCTOBER 19, 2018 SUPERSEDES STANDARD PLAN ES-1C
DATED MAY 31, 2018 - PAGE 477 OF THE STANDARD PLANS BOOK DATED 2018.

Ol-§3 dSH NV1d AQUVANV.LS d3SIA3YH 8L0C

|[REVISED STANDARD PLAN RSP ES-1C
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